
Medical wireless mouse IP68 
Ref : WM118   

 High resolution optical sensor for smooth and accurate cursor handling  
 Ergonomic design for left and right hander  
 Easy-To-Use Scroll Sensor  
 2 Hard Cover Mouse Buttons  
 Precise Scroll & Cursor Control   

 Designed for a high level of hygiene and for frequent cleaning.  
 Silicon membrane IP68 for total immersion. 
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 Technical Specifications  

Compatibility  All Operating Systems Supporting Standard USB Mouse  

Interface  USB 1.5 MBit/s  

Transmission RF 2,4Ghz – Portée 10 m 

Récepteur Dongle USB 19 x 14 mm 

Power supply 2 batteries AAA 3VDC – Dongle 5VDC via USB port 

Comsumption 5mA   

Resolution  1000 dpi  

Key Switch Life Time  1 million Actuations  

Sensing Technology  Optical  

Dimensions  appr. 112 x 60 x 38mm  

Temperature Range  Operating: 0°C to +50°C, Storage: -20°C to +70°C  

Keys  2 Mouse Keys, Scroll Wheel Sensor  

Key Travel  appr. 1mm  

Warranty 1 year 

Certification CE, FCC 

 Medical applications : operating rooms, dental surgery,  microbiological laboratories 
 Industries : cleanrooms, food industries, dirt & clean critical areas 
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