
Optical mouse sealed IP68   
Ref : WM68  

 Easy-To-Use Scroll Sensor  
 Silicone Membrane for Utmost Hygiene  
 Protection Class IP68 Fully Sealed  
 800 dpi Optical System  
 2 Hard Cover Mouse Buttons  
 Precise Scroll & Cursor Control   

Designed for a high level of hygiene  
and for frequent cleaning. 

 Technical Specifications  

Compatibility  All Operating Systems Supporting Standard USB Mouse  

Interface  USB 1.5 MBit/s  

Power Supply  5V +5/-10% through USB Interface  

Current Consumption  10mA (typical)  

Connector  USB Type A  

Resolution  1000 dpi  

Key Switch Life Time  1 million Actuations  

Sensing Technology  Optical  

Dimensions  appr. 112 x 60 x 38mm  

Temperature Range  Operating: 0°C to +50°C, Storage: -20°C to +70°C  

Keys  2 Mouse Keys, Scroll Wheel Sensor  

Key Travel  appr. 1mm  

Warranty 1 year 

Certification CE, FCC 
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• High resolution optical sensor for smooth and accurate cursor handling  
• Ergonomic design for left and right hander  
• Self-containing, seamless surface of the silicone membrane  
• Thorough surface sanitation by wipe disinfection  
• Protection class IP68 for submersion cleaning and machine reprocessing  
• Suitable for a multitude of hospital cleaning agents and surface disinfectants (VAH)  
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